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[1] EC-TYPE EXAMINATION CERTIFICATE

[2] Equipment or Protective System Intended for use
in Potentially explosive atmospheres
Directive 94/9/EC

EC-Type Examination Certificate Number: DEMKO 99 ATEX 126965

Equipment or Protective System: 2-Wire Programmable Transmitter 5335B with HART®
protocol

Manufacturer: PR elec:

Address: Lerbakkehf”, 8410 Rende, Denmark .

This equipment or protectlve system and any acceptable variation there to is specified in the
schedule to thls certlﬁcate and the documents therein referred to.

DEMKO, notified body number 0539 in accordance with Article 9 of the Council Directive
94/9/EC of 23 March 1994, certifies that this equipment or protective system has been found to
comply with the Essential Health and Safety Requlrements relating to design and construction of
equipment and protective systems intended for use in potentially explosive atmospheres given in
Annex II to the Directive.

The examination and test results are recorded in confidential report no. 126965.

Compliance with the Essential Health and Safety Requirements has been assured by comphance
with: EN 50014: 1997 E EN 50020: 1994 E

If the 51gn "X" is placed after the certificate number, it indicates that the equipment or protective
system is subject to special conditions for safe use specified in the schedule to this certificate.

This EC-TYPE EXAMINATION CERTIFICATE relates only to the desxgn and construction of
the specified equipment or protective system. If applicable, further requirements of this Directive
apply to the manufacture and supply of this requirement or protective system.
The marking of the equipment or protective system shall include the following:

"®M1G EExialIC T4/T6

For and on behalf of DEMKO Herlev, 2000-02-17

Certification Manager

This certificate may only be reproduced in its entirety and without any cha e,/ schedule included.

_ Notified body: DEMKO A/S Testing & Certification, P. O. Box 514, Lyskaer 8, DK-2730 Herlev, Denmark,

Phone +45 44 85 65 65, Fax +45 44 85 65 00, E-mail: demko@demko.dk
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Special conditions for safe use (continued):

o Intrinsically safe specifications

Signal Output/Supply. Terminal 1 to 2

U;: 28V

L : 120 mA
P, : 0,84 W
L : 10 pH
C: 1,0 nF

Transducer input. Terminals 3, 4, 5, and 6

U 9,6V

2 /= -

teen Lumby .
<" Certification Manager

UL International Demko A/S Certificate: 99 ATEX 126965 A Subsidiary of

Lyskaer 8,P0. Box 514 Report: 126965-02 u u“derwriters
DK-2730, Herlev, Denmark ® .

Telephone: +45 44856565 This certificate may only be reproduced in its Lahoratories Inc..

Fax: +45 44856500 entirety and without any change, schedule included

On behalf of UL International Demko A/S . Herlev, 2001-08-20
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